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DK019 Instructions 



Read and save these instructions. 




Dear Sharper Image Customer, 

Thank you for your purchase of a Sharper Image product. We appreciate 
your business very much. 

Please accept my personal assurance of your complete satisfaction with 
this product's quality and performance. We offer generous return 
privileges and excellent warranties on all our products. 

For more than 2 j years, The Sharper Image has shared the fun of 
discovering innovative products that make life better and more enjoy- 
able. We've been in business a long time because we are an exciting 
place to shop and — just as importantly — we strive to deliver great 
customer service that exceeds your expectations. 

Enjoy your purchase! 

Respecfully, 

Richard Thalheimer 

Founder, Chairman and Chief Executive Officer 



Call 1-800-344-4444 for 2 4~7 ordering and customer service, 
or go to www.sharperimage.cnm, our complete online store. 
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Warnings 



Care and Maintenance 



1 . Avoid exposing the clock to extreme temperatures, water or 
severe shock. 

2. Avoid contact with any corrosive materials such as perfume, 
alcohol or cleaning agents. 

3. Do not subject the clock to excessive force, shock, dust, tem- 
perature or humidity. Any of these conditions may shorten 
the life of the clock. 

4. Do not tamper with any of the internal components of the 
clock. This will invalidate the warranty and may cause damage. 
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Disclaimer 



1 . The manufacturer and supplier cannot accept responsibility 
for any incorrect readings and any consequences that occur 
should there be an inaccurate reading. 

2. This product is not a toy. Keep out of the reach of children. 



Battery Precautions 



1 . Do not mix old and new batteries. 

2. Do not mix alkaline, standard (carbon-zinc) or rechargeable 
(nickel cadmium) batteries. 
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Quick Start 



Battery Installation 



Reset Button 
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1 . To install batteries, first remove battery compartment door. 

2. Insert 2 AAA batteries (purchase separately), observing proper 
+/- polarities as indicated. Alkaline batteries are recom- 
mended (purchase separately). 

3. To return the clock to the default setting, press RESET 
(located inside the battery compartment). 

4. Replace the battery door. 

Note: The low battery indicator illuminates to indicate when 
battery replacement is necessary. Capacitor memory backup 
maintains the time temporarily when batteries are depleted. 
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Operation 



1. Install 2 AAA batteries (purchase separately). (See Battery 
Installation.) 

2. Once the batteries have been installed, the unit begins to 
search for an atomic clock signal. 

3. If you are in an area covered by an atomic clock (U.S., U.K., 
parts of Europe, Japan, parts of Korea), the unit detects the 
signal and sets the current time, date, month and year. 

4. While the unit is searching for a signal, the signal icon flashes. 
This search process takes approximately ten minutes. 

Setting the City or Time Zone for the Current Time 

1 . Press the MODE button three times and the city/time zone 
abbreviation flashes. 

2. To select the time zone or nearest city, press the UP button. 

3. To confirm city, press SET. 
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Operation 



Setting the Home Time 

1 . Press MODE four times and the home time hours flash. 

2. To cycle through the hours until the time of your home city is 
displayed, press UP. 

3. To confirm, press MODE. 

Note: If you are out of range of an atomic clock signal, you can 
set the unit manually. (See Setting the Unit Manually.) 

Setting the Alarms 

There are two daily alarms. To set each alarm: 

1 . To select alarm mode, press MODE two times. 

2. Press and hold MODE. 

3. The hour digits in the current time flash. To cycle through 
hours, press UP. To confirm, press SET. 

4. The minute digits flash. To cycle through minutes, press UP. 
To confirm, press SET. 

5. To toggle between Alarm 1 or Alarm 2, press UP. The second 
digits display "A1 " and "A2" accordingly. To confirm, press SET. 
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Operation 



6. Repeat for second alarm. 
Alarm Activation 

1 . When in time mode, press MODE two times and the second 
digits display "A1" to indicate the Alarm 1 time is displayed. 

2. To toggle between Alarm 1 and Alarm 2, press UP. 

3. When desired alarm has been selected, press and hold 
ON/OFF for two seconds. When the alarm icon is displayed, 
the alarm is activated. 
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General Instructions 

Introduction 



When you are in the U.S., Europe, the U.K. or Japan, this atomic 
clock automatically synchronizes to the region's atomic clocks to 
provide highly accurate date and time. 

Other atomic clocks indicate signal strength based on the pres- 
ence of any radio frequency, which can include background 
noise from PCs and televisions. Instead, this atomic clock uses 
specialized TruBit technology to exclusively indicate the presence 
of atomic time code, making it an extremely reliable and accu- 
rate timepiece. 
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Features 



Highly accurate clock sets itself automatically, synchronizing 
with atomic clocks within the four U.S. time zones, the U.K., 
Western Europe, parts of Central Europe, Japan and parts 
of Korea. 

• TruBit atomic clock signal detection for error-free reception. 

• 32 user-selectable time zones for major world cities. 

• Manual option to set time/date/month when in countries 
without atomic radio signal. 

• Dual time function provides home time and current time. 

• Dual date function provides home date (month and day) and 
current date (day, date, month and year). 

• 12/24-hour time display plus Daylight Saving Time 

• Dual daily alarm with 8-minute snooze function 

• Backlit LCD 

• Indoor °F/°C temperature and humidity readings 

• Exclusive pewter housing 

• Rubberized cover and foldout stand 
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Parts Diagram 




LCD Features 



1 . MODE Button — Press to cycle through time, date, alarm 
and time zone settings, and set mode and function. 

2. SET Button — Press to confirm a setting. 

3. ON/OFF Button — Press to activate and disable the 
daily alarm. 

4. UP Button — Press to toggle between settings. 

5. SNOOZE/LIGHT Button — Press while the alarm is sounding 
for 8-minute snooze. Press anytime to turn on the LCD back- 
light for several seconds. 

6. LCD Readout — Displays atomic clock readings. (See LCD 
Readout Features.) 

7. Battery Compartment — Takes 2 AAA batteries (purchase 
separately). (See Battery Installation.) 

8. RESET Button — Located inside the battery compartment. 
Press to reset all values to default setting. 

9. Cover/Stand — Close to protect clock for travel; open to use 
as a stand. 
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LCD Features 
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1 . Current day of the week 

2. AM and PM indicator for 12-hour time display 

3. Current time, month and date 

4. Current year 

5. First and second daily alarm icon 

6. Daylight Saving Time icon 

7. Atomic clock radio signal strength icon 

8. Selected city for atomic time reception 

9. Indoor °F/°C temperature and humidity 

10. Home time, month and date 
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Operation 



Setting the Atomic Clock 

There are currently five atomic clock signal generators located in 
the U.S., Continental Europe, the U.K. and Japan (2). 

To determine if you are in a region covered by an atomic clock 
signal generator, refer to the following maps. 




Note: See illustration on the next page for location and coverage 
of atomic clocks. 
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Operation 




Operation 



Automatic Signal Detection 

1 . Once the batteries have been installed, the unit begins to 
search for an atomic clock signal. 

2. If you are in an area covered by an atomic clock, the unit 
detects the signal and sets the current time, date, month and 
year. 

3. While the unit is searching for a signal, the signal icon flashes. 
This process of searching takes approximately ten minutes. 

Note: 

•The search process may take longer if signal reception is poor. 

•While most physical barriers do not affect signal reception, 
some, such as steel reinforced concrete, do. For best reception, 
keep the unit away from other equipment that emits RF or 
microwave signals such as TVs, radios, PCs or microwaves. For 
best reception, you may need to reposition the clock. Window 
locations are often the best. Also, the most dependable signals 
are generally received at night. 
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Operation 



4. Once a signal has been detected, the strength of the signal is 
indicated by diagonal bars and a signal reception abbreviation 
is shown on the LCD as follows: 



Region 


Signal Type Abbreviation 


U.S. 


US 


U.K. 


UK 


Japan 


JP 


Europe 


EU 



5. When you move to a different region, the atomic clock 
detects the new signal and displays the new current time. 
The home time remains unchanged. 

6. Regardless of location status, every 24 hours the unit refreshes 
the atomic clock information to maintain a highly accurate 
time display. 
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Operation 



Areas Covered By Two Atomic Clock Signals 

When in an area that is covered by two atomic clock signals, such 
as Western Europe or Japan, the first signal to be received will be 
used to set the time. If this does not correspond to the current 
location, the current city can be adjusted to modify the time to 
the correct hour relative to GMT. (See Setting the Unit Manually.) 

Atomic Clock Function Out of Signal Range 

If you are in a region not covered by an atomic clock transmitter, 
the signal strength indicator indicates no signal is present and the 
current and home times remain at zero. 

If you move from a covered area to a non-covered area, the sig- 
nal strength indicator shows no signal reception. The current 
time, day, month, date and year remain unchanged. The home 
time, date and month remain unchanged. 

If either of the above scenarios occurs, you need to set the unit 
manually. (See Setting the Unit Manually.) 

Selecting the City or Time Zone for Current Time 

1 . Press MODE three times and the city abbreviation will flash. 
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Operation 



2. To select the city you are in or a city in the same time zone, 
press UP. You can select from 32 major world cities, plus the 
four U.S. time zones. See the table on the next page for a list of 
these cities and zones, their time relative to GMT (Greenwich 
Mean Time) and the abbreviation code used on the atomic clock. 

3. To enable/disable Daylight Saving Time, press ON/OFF. 

4. To confirm, press SET. 
Setting the Home Time 

To set the home time when within atomic signal range: 

1 . Press MODE four times and the home time hours flash. 

2. Press UP to cycle through the hours until the time of your 
home city is displayed. 

3. To confirm, press SET. 
Setting the Unit Manually 

If you are out of range of an atomic clock signal, or are within 
range of two signals, you can set the unit manually. However, you 
must first override the automatic signal search by pressing the 
MODE, ON/OFF and SNOOZE buttons together for 5 seconds. 
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Operation 



City Codes 


and Zone Relative to GMT 


HNL 


-10 


Honolulu 


ANC 


-9 


Anchorage 


PST 


-8 


Pacific (USA) 


MST 


-7 


Mountain (USA) 


CST 


-6 


Central (USA) 


EST 


-5 


Eastern (USA) 


CCS 


-4 


Caracas 


RIO 


-3 


Rio de Janeiro 


LON 


0 


London 


PAR 


+ 1 


Paris 


A k AC 

AMS 


i 1 

+ 1 


Amsterdam 


FRA 


+ 1 


Frankfurt 


CAI 


+ 2 


Cairo 


JRS 


+ 2 


Jerusalem 


JED 


+ 3 


Jeddah 
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Operation 



City Codes and Zone Relative to GMT (continued) 



MCW 


+ 3 


Moscow 


THR 


+ 3'/2 


Tehran 


DXB 


+4 


Dubai 


KBL 


+ 4'/2 


Kabul 


KHI 


+ 5 


Karachi 


DEL 


+5 'A 


New Delhi 


DAC 


+ 6 


Dhaka 


RCN 


+6V2 


Yangon 


BKK 


+ 7 


Bangkok 


HKC 


+ 8 


Hong Kong 


PEK 


+ 8 


Beijing 


TPE 


+ 8 


Taipei 


TYO 


+ 9 


Tokyo 


ADL 


+9 1 / 2 


Adelaide 


SYD 


+ 10 


Sydney 
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Operation 



City Codes and Zone Relative to GMT (continued) 
NOU + 11 Noumea 
WLC +12 Wellington 
Setting the Current Time and Date 

1 . Press and hold MODE. The hour digits in the current time 
window flash. To cycle through the hours, press UP. To con- 
firm, press SET. 

2. Minute digits flash. To cycle through the minutes, press UP. 
To confirm, press SET. 

3. Second digits flash. To reset the seconds to zero, press UP. 

4. Press SET for the 12/24-hour time display. To toggle between 
the two, press UP. To confirm, press SET. 

5. To view date, press MODE button once, then press and hold 
MODE button again. 

6. Year digits flash. To cycle through the years, press UP. 
To confirm, press SET. 

7. Month digits flash. To cycle through the months digits, press 
UP. To confirm, press SET. 
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Operation 



8. Date digits flash. To cycle through the date, press UP. 
To confirm, press SET. 

Setting the Home Time 

1 . Press MODE four times and the city name window displays 
"-05". 

2. To cycle through the hours for the time in your home city, 
press UP. To confirm, press SET. 



Using the Alarms 



Setting the Alarms 

There are two daily alarms. To set each alarm: 

1 . To select alarm mode, press MODE two times. 

2. Press and hold MODE. 

3. The hour digits in the current time flash. To cycle through 
hours, press the UP button. To confirm, press SET. 

4. The minute digits flash. To cycle through minutes, press UP. 
To confirm, press SET. 
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Using the Alarms 



5. You can now toggle between Alarm 1 and Alarm 2. The 
second digits display "A1" and "A2" accordingly. To confirm, 
press SET. 

6. Repeat for second alarm. 

Viewing the Alarms 

To check the times of the alarms: 

1 . In time mode, press MODE two times. 

2. The second digits display "A1" and the Alarm 1 time 
is displayed. 

3. For the Alarm 2 display, press UP. The second digits display 
"A2" and the second alarm time is displayed. 

Note: If a button is not pressed within ten seconds, the display 
returns to the time mode. 
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Using the Alarms 



Alarm Activation 

1 In time mode, press MODE two times and the second digits 
display "A1" to indicate the Alarm 1 time is displayed. 

2. To toggle between Alarm 1 and Alarm 2, press UP. 

3. After desired alarm is selected, press and hold ON/OFF for 
two seconds. The alarm icon appears to indicate the alarm is 
activated. 

Alarm Off and Snooze 

1 . To turn off the alarm after it sounds, press ON/OFF. 

2. For 8 minutes of snooze time, press SNOOZE while the 
alarm is sounding. 



LED Backlight 



For three seconds of LED backlight on the LCD, press SNOOZE. 
Note: 

• The backlight does not function when the alarm is sounding. 

• Frequent use of this feature may affect battery life. 
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Current Temperature and Humidity 



To read the current °F/°C temperature and humidity: 

1 . In time mode, to toggle between the temperature and 
humidity reading, press UP. 

2. To toggle between °F and °C when current temperature is 
displayed, press SET. 

3. The temperature and humidity readings are automatically 
updated every 30 seconds. For an instant up-to-date reading, 
press UP twice. 
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Specifications 



Power Source (alkaline batteries recommended): 

2 AAA batteries 

Battery Life: 9 to 12 months, using backlight once daily 
Atomic Radio Signal Transmitters Detected: 

• WWVB from Colorado (US) 

• DCF-77 from Frankfurt (EU) 

• MSF-60 from Rugby (UK) 

• JJ-40 from Fukushima (Japan) 

• JJY-60 from Kyushu (Japan) 
Signal Detection Type: TruFJit 

Temperature Range: 14°F - 122°F (-9.9°C to 50°C) 

Temperature Accuracy: 0.2°F or +/- 0.1 °C 

Humidity Range: 30% to 95% 

Humidity Accuracy: +/- 8% at 77°F (5°C) 

Dimensions (length x width x depth): 4 1/2" x 3 1/2" x 1 1/4" 
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Statement of FCC Compliance 



WARNING: Changes or modifications to this unit not expressly 
approved by the party responsible for compliance could void the 
user's authority to operate the equipment. 

This equipment has been tested and found to comply with the 
limits for a Class B digital device, pursuant to Part 1 5 of the FCC 
Rules. These limits are designed to provide reasonable protection 
against harmful interference in a residential installation. This 
equipment generates, uses, and can radiate radio frequency 
energy and, if not installed and used in accordance with the 
instructions, may cause harmful interference to radio communi- 
cations. However, there is no guarantee that interference will not 
occur in a particular installation. 

If this equipment does cause harmful interference to radio or 
television reception, which can be determined by turning the 
equipment off and on, the user is encouraged to try to correct 
the interference by one or more of the following measures: 
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Statement of FCC Compliance 



• Reorient or relocate the receiving antenna. 

•Increase the separation between the equipment and receiver. 

•Connect the equipment into an outlet on a circuit different 
from that to which the receiver is connected. 

•Consult the dealer or an experienced radio/TV technician for 
assistance. 



FCC Label Compliance Statement 



This device complies with Part 15 of the FCC Rules. Operation is 
subject to the following two conditions: (1) This device may not 
cause harmful interference, and (2) this device must accept any 
interference received, including interference that may cause 
undesired operation. 



f £ This product has been tested to the relevant standards and complies 
Vi V with the requirements of the applicable EU directives. 
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Warranty 



What Is Covered 

This warranty covers any defects in materials or workmanship, with the exceptions stated below. 
How Long Coverage Lasts 

This warranty runs for 90 days from the date of original purchase. 
What Is Not Covered 

This warranty does not cover damage caused by misuse or use other than as intended and described in the 
product instruction manual, or loss or damage to batteries or removable parts. 

What The Sharper Image Will Do 

The Sharper Image will repair any defects in materials or workmanship. In the event repair is not possible, 
The Sharper Image will either replace this product with one of similar features and price, or refund the full 
purchase price of the product, whichever you prefer. 

How to Obtain Service 

Return the product and receipt, along with a brief explanation of the problem, to: 

T.S.I. - Returns Department 
2901 -A West 60th Street 
Little Rock, AR 72209 

If you have questions please feel free to contact our customer service representatives at 1-800-344-5555 or 
by email at care@sharperimage.com. 

This warranty gives you specific legal rights, and you may have other legal rights that vary from state to state. 

Copyright 2004 

Sharper Image Corporation 

650 Davis St., San Francisco, CA 94111 

(41 5) 445-6000 

Shop online: www.sharperimage.CDm 

Due to continuing improvements, actual product may differ slightly from the product described herein. 
V1 04/04 



